
ADAPT WIND BRACE
MODULAR SERIES / COMPACT SERIES / CLASSIC SERIES

INSTALLATION MANUAL



ADAPT wind brace right

ADAPT wind brace left
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 ADAPT WIND BRACE

FIG.1
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Coverage length  500

[dimensions given in milimetres]

THIS MANUAL IS ILLUSTRATIVE AND 
DOES NOT RELEASE CONTRACTORS 
FROM THE OBLIGATION TO FOLLOW 

THE RULES OF THE ROOFING 
PRACTICE.
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The edges of the roof slope are places 
where we are dealing with strong winds. 
For this reason, the flashing of the wind 
brace should be installed carefully and 
firmly enough. 

Install the lower module of the wind 
brace, screwing it in the places of the 
mounting recesses (fig.3).

First of all, install the wind brace drain 
trough to the battens (Fig. 2). This 
element should be installed using the 
installation clips both from the side of 
the slope and from the outside. Before 
proceeding with the roof covering, 
stick an expansion gasket to the bottom 
surface of the flashing, the expansion of 
which corresponds to the sheet rib height 
of the roofing used.

Tile sheets should be placed on the lower 
surface of the trough (fig. 2).

It is important to remember about 
properly reinforced fastening of the outer 
sheets.

The correct arrangement of fasteners on 
the roof slope should be in accordance 
with the assembly instructions 
appropriate for the roofing used.

FIG.2

FIG.3
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After installing the lower module, put on 
the first upper module of the wind brace. 
Attach it to the drain trough and connect 
it to the lower module through the 
mounting holes on the overlap (fig. 4).

Install the next modules alternately by 
installing the lower module first and 
adding the upper module. The assembly 
sequence is shown in fig. 5.

FIG.4

FIG.5
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