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SZERELÉSI ÚTMUTATÓ                                                                                                       	           BÁDOGOS ELEMEK

VÁPASZEGÉLY

A vápaszegély egy bádogos elem, amely 
a két független, ún. „vápában” találkozó 
tetősíkról lefolyó víz összegyűjtését és az 
ereszcsatornába való elvezetését biztosítja.

A lemezek vápaszegélyhez való
levágását a vápa vonalában kell elvégezni, 
ami biztosítja az esztétikus megjelenést  
(2. ábra).

A vápaszegély tömítéseként a lemez 
dombornyomásának magasságáig tágulási 
tömítést ajánlunk használni.

Az IZI moduláris cserepeslemezek 
esetében, ha a vápához vágjuk le lemezt, 
mindig 3 cm-es átfedést kell biztosítani.  
Ez lehetővé teszi a lemezt felhajtását a 
vápa vonalában, ami ráadásként biztosítja 
az esztétikus megjelenést (3. ábra).

A vápaszegély tömítéseként a lemez 
dombornyomásának magasságáig 
tágulási tömítést ajánlunk használni.
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A felhajtott szélét ferdén vágjuk le a  alaptól  
0 a dombornyomásig - 3 cm

1 . ÁBRA

2 . ÁBRA

3 . ÁBRA

A JELEN ÚTMUTATÓ SZEMLÉLTETŐ 
ANYAG, ÉS NEM MENTESÍTI  

A VÁLLALKOZÓKAT A TETŐFEDÉSI 
SZABÁLYOK BETARTÁSÁNAK 

KÖTELEZETTSÉGE ALÓL.
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Facade cladding
SKRIN, LINEA, SINUS

PERFORATION
of sheets

Uncoiling and slitting 
SERVICES

Wall cassette &
PROSYSTHERM

INTEGRATED
PV PANELS

Flat sheets and cutting 
SERVICES

Modular roofing tiles
MODULAR SERIES

Roof panels
PANEL SERIES

FLASHINGS

Compact roofing tiles
COMPACT SERIES

Steel roof gutter system
INGURI

ACCESORIES

Steel roofing tiles
CLASSIC SERIES

TRAPEZOIDAL
SHEETS

Roof Sandwich
PANELS

Retro roof tiles
RETRO SERIES

FLAT METAL
SHEETS

Wall Sandwich
PANELS


